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Suction Accumulators

A08 

Qo	 :	 Required cooling capacity

Features

•	 Hermetic design

•	 ODF Copper fittings for easy soldering

•	 Corrosion-resistant epoxy powder coating

•	 Internal orifice with strainer for optimum oil return

•	 Temperature range TS: -45°C to +65°C

•	 Max. allowable pressure PS: 
	 20.7 bar (-10°C to +65°C) 
	 15.5 bar (-45°C to -10°C)

•	 CE marking for certain types according PED 97/23 EC

•	 HP marking for certain types according German pressurised 
vessels directive

•	 UL/CUL file number: SA 10225
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A08-304 001 973 1⁄2 7.0 1.1 4.2 0.6 4.6 0.7 4.1 2.7 3.7 2.4 3.5 2.3 7.2 5.0

HP Marking 
(CE Marking

not required)

0.73

A10-305 001 977 16 5⁄8 10.5 1.6 6.0 0.9 7.0 1.1 5.8 4.1 5.2 3.7 5.0 3.5 10.8 7.5 0.93

A12-305 001 978 16 5⁄8 10.5 1.6 6.0 0.9 7.0 1.1 5.8 4.1 5.2 3.7 5.0 3.5 10.8 7.5 1.16

A12-306 001 979 3⁄4 14.0 2.1 8.1 1.2 9.1 1.4 7.8 5.4 7.1 4.9 6.7 4.6 14.4 10.0 1.16

A14-305 001 980 16 5⁄8 10.5 1.6 6.0 0.9 7.0 1.1 5.8 4.1 5.2 3.7 5.0 3.5 10.8 7.5 1.40

A14-306 001 987 3⁄4 14.0 2.1 8.1 1.2 9.1 1.4 7.8 5.4 7.1 4.9 6.7 4.6 14.4 10.0 1.40

A06-405 001 989 16 5⁄8 10.5 1.6 6.0 0.9 7.0 1.1 5.8 4.1 5.2 3.7 5.0 3.5 10.8 7.5 0.93

A10-405 001 990 16 5⁄8 10.5 1.6 6.0 0.9 7.0 1.1 5.8 4.1 5.2 3.7 5.0 3.5 10.8 7.5 1.75

A10-406 001 994 3⁄4 14.0 2.1 8.1 1.2 9.1 1.4 7.8 5.4 7.1 4.9 6.7 4.6 14.4 10.0 1.75

A09-506 881 995 3⁄4 14.0 2.1 8.1 1.2 9.1 1.4 7.8 5.4 7.1 4.9 6.7 4.6 14.4 10.0

Cat. I
Mod. 
D1*

2.33

A09-507 882 455 22 7⁄8 25.6 3.8 14.0 2.1 16.1 2.4 13.6 9.5 12.3 8.6 11.7 8.1 26.3 18.2 2.73

A12-506 881 996 3⁄4 14.0 2.1 8.1 1.2 9.1 1.4 7.8 5.4 7.1 4.9 6.7 4.6 14.4 10.0 3.29

A12-507 881 998 22 7⁄8 25.6 3.8 14.0 2.1 16.1 2.4 13.6 9.5 12.3 8.6 11.7 8.1 26.3 18.2 3.29

A13-507 882 007 22 7⁄8 25.6 3.8 14.0 2.1 16.1 2.4 13.6 9.5 12.3 8.6 11.7 8.1 26.3 18.2 3.80

A13-509 882 011 1 1⁄8 41.4 6.2 25.3 3.8 26.7 4.0 24.5 17.0 22.2 15.3 21.0 14.4 42.5 29.6 3.80

A17-509 882 012 1 1 ⁄8 41.4 6.2 25.3 3.8 26.7 4.0 24.5 17.0 22.2 15.3 21.0 14.4 42.5 29.6 4.87

A17-511 882 013 35 1 3⁄8 66.0 9.9 37.6 5.6 42.8 6.4 36.4 24.8 33.0 22.3 31.3 21.0 67.6 47.0 4.87

A11-607 882 014 22 7⁄8 25.6 3.8 14.0 2.1 16.1 2.4 13.6 9.5 12.3 8.6 11.7 8.1 26.3 18.2 4.30

A13-607 882 015 22 7⁄8 25.6 3.8 14.0 2.1 16.1 2.4 13.6 9.5 12.3 8.6 11.7 8.1 26.3 18.2 4.98

A13-609 882 019 1 1⁄8 41.4 6.2 25.3 3.8 26.7 4.0 24.5 17.0 22.2 15.3 21.0 14.4 42.5 29.6 4.98

A14-611 882 020 35 1 3⁄8 66.0 9.9 37.6 5.6 42.8 6.4 36.4 24.8 33.0 22.3 31.3 21.0 67.6 47.0 5.48

A17-613 882 022 1 5⁄8 100.0 15.0 59.7 9.0 63.9 9.6 57.8 39.8 52.4 35.8 49.7 33.7 102.5 71.2 6.85

A17-642 889 023 42 100.0 15.0 59.7 9.0 63.9 9.6 57.8 39.8 52.4 35.8 49.7 33.7 102.5 71.2 6.85

A20-613 882 021 1 5⁄8 100.0 15.0 59.7 9.0 63.9 9.6 57.8 39.8 52.4 35.8 49.7 33.7 102.5 71.2 8.21

A25-613 882 023 1 5⁄8 100.0 15.0 59.7 9.0 63.9 9.6 57.8 39.8 52.4 35.8 49.7 33.7 102.5 71.2 Cat II
Mod. 
D1*

10.23

* applied higher module as required

For easy selection and calculation refer to “Controls Navigator” selection tool.

Selection table 




