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Features

•	 First choice for R134a, R22, R404A, R407C, R507 and 
polyolester lubricants

•	 High accuracy of moisture indication according to 
ASERCOM recommendation

•	 Fused glass - no leakage

•	 Long lifetime of indicators by utilization of crystals

•	 Indicator with high resistance against acid and water

•	 Wide angle view for exact distinction of vapor and liquid

•	 Max. allowable pressure PS: 31 bar AMI-1 TT

AMI-3

Moisture / Liquid Indicators Series AMI

AMI-1 SS

Selection Chart 

Type Part No.
Connection

Configuration
mm inch

AMI-1

SS 2 MM 805 732 6

Female solder x female solder 
ODF x ODF

SS 2 805 713 1⁄4

SS 3 MM 805 733 10

SS 3 805 714 3⁄8

SS 4 MM 805 734 12

SS 4 805 715 1⁄2

SS 5 805 716 16 5⁄8

SS 7 805 717 22 7⁄8

SS 9 MM 805 703 28

SS 9 805 705 1 1⁄8

TT 2 MM 805 697 6

Female solder x female solder 
ODF x ODF 

(with extended copper tubes)

TT 2 805 655 1⁄4

TT 3 MM 805 698 10

TT 3 805 654 3⁄8

TT 4 MM 805 699 12

TT 4 805 653 1⁄2

TT 5 805 652 16 5⁄8

TT 7 805 656 22 7⁄8

TT 9 MM 805 700 28

TT 9 805 651 1 1⁄8

MM 2 805 706 6 1⁄4

Male flare x male flare
MM 3 805 707 10 3⁄8

MM 4 805 708 12 1⁄2

MM 5 805 709 16 5⁄8

FM 2 805 710 6 1⁄4

Female flare x male flareFM 3 805 711 10 3⁄8

FM 4 805 712 12 1⁄2

AMI-2

S 11 805 704 35 1 3⁄8 Male solder 
ODM 

(for soldering into fitttings)
S 13 805 659 42 1 5⁄8

S 17 805 687 54 2 1⁄8

AMI-3

S 7 805 650 22 7⁄8
Saddle type 

(for soldering onto the pipe)
S 9 805 649 28 1 1⁄8

S 11 805 648 35 1 3⁄8
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Water Contents* by Indicator Color

Accessories

Refrigerant
Liquid 

Temperature 
°C

blue: 
dry

purple
fushia: 

Caution
rose: 

Caution - wet

R22

25 25 40 80 145

38 35 65 130 205

52 50 90 185 290

R404/R507

25 15 33 60 120

38 25 50 110 150

52 45 60 140 180

R134a

25 20 35 90 130

38 35 55 120 160

52 50 85 150 190

R407C

25 26 42 94 151

38 40 68 144 232

52 64 109 230 371

Type Part No.

Lens assembly kit X 12978-1 805 742

O-Ring x 99995 805 643

* Water content in mg Water per kg refrigerant (ppm)




